fire-brigade/
disaster control

¢ SYNTHETIC SPECIAL 500

® standard international fire hose

B 100% high tenacity synthetic yarn circular
woven

B EPDM-compound, steam or hot air vulcanized
B low friction loss

W aging and ozon resistant

B temperature range from -40°C - +100°C

(M)

APPROVALS

DIN 14 811

ONORM

Lloyd's Register
SBG

Germanischer Lloyd
LOBA

KTW

M.E.D. 96/98/ EC @

APPLICATIONS

COATING (ON REQUEST) B municipal fire brigades
B synthetic coating in plain and relief version B industrial fire brigades
for better abrasion-resistance L] shu_:)s arlwd offshore
B better resistance to oil, chemicals and dirt W refineries _ )
B depending on quantities different colours are B standard fire hose available in length up to
available 500 m depending on diameter
NOTE: Technical improvements subject to alternation without previous notice. Additional dimensions available on request
Inner ner Weight Burst pr. Work pr. Test pr.
Dia inch Dia mm g/m bar/psi bar/psi bar/psi
1 146 50/725 17/250 30/435
114 32 185 50/725 17/250 30/435
112 38 221 50/725 17/250 30/435
1314 45 252 50/725 17/250 30/435
2" 52 294 50/725 17/250 30/435
217 64 388 50/725 17/250 30/435
2 314" 70 409 50/725 17/250 30/435
< g 75 469 50/725 17/250 30/435



